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LRAVIX

DOT Precast Wall System
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DESIGN INNOWVATION:
e Minimum Excavation Required
(Typically 60% Wall Height for AASHTO Requirements)

* Slot Construction Available
(Eliminates Temporary Shoring)

» Nonselect Backfill (Lower carbon footprint)
 Integrated TL-4 Traffic Barrier
 Integrated Rock Fall Top Unit
 Integrated Parapet Top Unit

ENARTH WALL PRODUCTS

earthwallproducts.com 678.594.3451
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DOT Precast Wall System

GRAVIX TRAFFIC BARRIER UNIT
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Roadway Surcharge, 250 PSF Backfill Unit Weight y = 120 PCF 2:1 Backsl Backfill Unit Weighty = 120 PCF
® =30’ Soil Backfill @ =36 Gravel Backfill ® =30" Soil Backfill ® =36 Gravel Backfill
Wall Unit Stem Size Needed Wall Unit Stem Size Needed Wall Unit Stem Size Needed Wall Unit Stem Size Needed
Height| 78 | 8" [10' [ 12 [ 14" | 16' | 18 | 20" | |Height|TB | 8 [10'| 12 [14'[16 [ 18 | 20" Height|1/6'[ 8 | 10' |12 [ 14' | 16' [ 18' [20' | [Height|T/6'| 8' | 10" |12 [ 14'|16' [18' | 20’
40 | 1 20 | L 20 [ 1 70 [ 1
8.0 1)1 8.0' 1 {1 8.0 2 8.0 | 2
po |12 20 |12 20 [ L1]2 120 |2 1
160 [ 1|2 1 160 [ 1| 2 60 | 1) 1]1]1 16.0 [ 2 | 2
200 | 1 1 1 20.0 13 1 200 (1] 1[1[1]1 200 | 2| 3
24.0' 1 2 1 1 1 24.0 1 3 1 240 | 1 1/0 1 1] 2 240 | 2 2 1 1
2o L] 111111 %o L1311 |1 280 | L | 1| L|1]0]|1]|1]1 280 | 1|2 |1]2]1
320 11|11 [1[1[1]1 320 131 1 [1]1 20| 1]2]1/112]1
%0 |13 1| 1 [1[1]1 60| 112 1]1]1]1]2
200 T3 11 1 [t 112 200 | 1|11 [2[1[1[1] 2
The solls effective friction angle and Unit welght as outlined above Is nlurr'led to be used within, behind and beneath the retalning wal The solls effective friction angle and unit welght as outlined above Is assumed to be used within, behind and beneath the retaining wall
FOR TALLER HEIGHTS CALL EARTH WALL PRODUCTS DIRECT AT 678-594-3451 FORTALLERHEIGHTS CALL EARTH W! PRODUCTS DIRECT AT 678-594-3451

Roadside Parapet Option Available Rock Fall Option Available

DRAINAGE SWALE

WALL LOCATION AS SHOWN
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NEEDLEPUNCHED NONWOVEN
F ROADWAY- FILTER FABRIC ONLY ON TOP OF ﬁﬁgl‘épﬁ@i; NONWOVEN
BLANKET DRAIN. 12" (305MM)
LAPS MIN. AT FABRIC JOINTS. ROADWAY FILTER FABRIC ONLY ON TOP OF
BLANKET DRAIN. 127 (305MM)
EMBEDMENT VARIES LAPS MIN. AT FABRIC JOINTS.
(SEE ELEVATION VIEW) CMBEONENT VARIES
57 DRAINAGE
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#57 DRAINAGE /

FOUNDATION SOIL 67 MIN. (152MM) LEVELING STONE
LEVELING PAD fi/

(SEE DETALS)

FOUNDATION SOIL

TYPICAL PARAPET CROSS SECTION , TYPICAL ROCK FALL CROSS SECTION

The information contained herein has been compiled by Earth Wall Products, LLC and to the best of our knowledge, accurately represents the Gravix product use in the applica-
tions which are illustrated. Final determination of the suitability for the use contemplated and its manner of use are the sole responsibility of the user.
Final structural design and analysis shall be performed by a qualified engineer.

For assistance with stamped final designs by a professional engineer call 678.594.3451.
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